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We present direct imaging measurements of charge transport across a 1 cm×1 cm×4 mm crystal of high purity
silicon (∼20 kΩcm) at temperatures between 500 mK and and 5 K. We use these data to determine the
intervalley scattering rate of electrons as a function of the electric field applied along the h111i crystal axis,
and we present a phenomenological model of intervalley scattering that explains the constant scattering
rate seen at low-voltage for cryogenic temperatures. We also demonstrate direct imaging measurements of
effective hole mass anisotropy, which is strongly dependent on both temperature and electric field strength.
The observed effects can be explained by a warping of the valence bands for carrier energies near the spin-orbit
splitting energy in silicon.
I.

INTRODUCTION

Silicon (Si) is an indirect band gap semiconductor with
electron energy minima (valleys) displaced from zero momentum in the Brillouin zone along the h100i vectors.
Figure 1 shows surfaces of constant energy about these
minima in the Brillouin zone, viewed off-axis as well
as along the h111i direction. These valleys are highly
anisotropic; electrons have effective masses of 0.98 me
and 0.19 me in the momentum space directions parallel
and perpendicular to the valley axis, respectively1 . If
a small electric field is applied along the h111i direction,
acoustic scattering within these valleys will keep free electrons aligned with the valley axis, and produce a drift
velocity which is aligned with that axis rather than the
electric field. This will produce three spatially distinct
charge concentrations, as illustrated in the right panel of
Fig. 1.
As the electric field is increased, the mean carrier
energy also increases, increasing the probability that a
charge moving through the lattice will emit a high energy
optical phonon and transition between Brillouin zone
minima1–4 , producing an intervalley scattering event.
This will allow the spatially distinct minima to start to
converge along the electric field lines through increased
intervalley scattering. For moderate rates, where each
charge undergoes at most a single intervalley transition,
this manifests as a line connecting the minima, forming
a triangle. For high intervalley scattering rates, charges
effectively propagate along the electric field.
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FIG. 1. Left: The Brillouin zone for a face-centered cubic
lattice orientated with the z-axis along the h111i direction.
In Si, the electron energy minima, or valleys, are located near
the edge of the Brillouin zone in the kx , ky , and kz directions (black ovals). Right: The top half of the Brillouin zone
viewed from the top face. When an electric field is applied
to the crystal to drift the electrons upward, we expect the
electrons to propagate along these three valleys and produce
a triangular charge distribution pattern.

In this paper, we present direct measurements of the
intervalley scattering rate in Si through the imaging of
the spatial distribution of electrons, and discuss the implications of this measurement for models of intervalley
scattering at low applied E-field strength. In particular,
we discuss an interpretation of a constant low electric
field scattering rate as being due to neutral impurities.
This experiment uses cryogenic Si crystals in the same
operating conditions as our SuperCDMS dark matter
detectors3,5,6 , allowing us to refine models of athermal
charge and phonon dynamics relevant to the operation
of these detectors, and to validate our detector Monte
Carlo.
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II.

EXPERIMENTAL SETUP

The crystal under test was cut from a 4 mm thick wafer
of undoped ultra-high-purity float-zone silicon (∼15 kΩcm). The residual impurity (1012 cm−3 ) was measured
to be p-type. The front and back faces of the crystal are
1 cm×1 cm, and lie in the h111i plane. The front face
is patterned with an aluminum-tungsten mesh electrode,
with 20% coverage12 . The back face features a small,
inner electrode in the center of the face, circular in shape
with a diameter of 160 µm, separated by a 10 µm gap
from the outer electrode, which covers the rest of the
face. These electrodes are separately contacted, but are
held at the same voltage to provide a near-uniform field
across the crystal.
Free electrons and holes are produced in the crystal
by exposing the front face to a 50 ns pulse of 200 µW,
650 nm laser light, focused to a 60 µm diameter spot.
Then, depending on the sign of the bias voltage, either
the electrons or the holes propagate through the crystal and produce voltage pulses in the electrodes on the
back face. In order to reduce scattering by background
phonons, the crystal is cooled in a He-3 cryostat with a
base temperature of 500 mK.
The location of the laser spot on the front face can
be controlled by a Micro-Electromechanical Systems
(MEMS) mirror13 . Since scanning the laser across the
front face and observing the charge collected on the fixed
inner electrode is equivalent to having a fixed laser spot
and a moving electrode, we are able to produce full, 2-D
mappings of the charge density pattern. More details of
the setup, including a diagram and picture, can be found
in Moffatt et al. 11 .

III.

RESULTS

The measured 2-D electron collection density patterns
as a function of bias voltage can be seen in Figure 2. The
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An additional curiosity discussed in this paper is the
anisotropic propagation of holes in silicon near our temperatures of interest (. 5 K). Cyclotron resonance measurements showed in 1955 that holes have an anisotropic
dispersion relation7 , and subsequent work demonstrated
that this anisotropy becomes most pronounced when
mean carrier energies are of the same order as the spinorbit splitting energy8,9 , which breaks the degeneracy between the heavy and light hole bands. The spin-orbit
coupling energy in Si is ∼ 44 meV9,10 , which is comparable to the mean hole energy induced by electric field
heating at our operating temperatures, as expected from
Monte Carlo simulations3 . We present the direct imaging of this anisotropy, which was not seen in our previous
result11 with Ge because its higher spin-orbit splitting
energy (∼ 200 meV) makes it less pronounced under our
operation conditions.

4.3 mm

FIG. 2. Two-dimensional electron collection density patterns
for h111i Si as a function of bias voltage. First and second row: Data recorded at 5 K and 500 mK. Third row:
A simulation of the patterns in the zero-temperature limit.
For the rows of data, each pixel is assigned a shade according to the measured pulse height, with white indicating larger
pulses (and thus more electron collection). The white numbering shows the maximum pulse height (in meV) and the
normalized integrated intensity (relative to −12 V 500 mK)
for that panel. For the MC, a conversion was used such that
peak intensity for the −12 V simulation agrees with the −12 V
500 mK data.

results are shown for temperatures of 5 K and 500 mK,
and measurements were performed at both temperatures
for voltages between 4 V and 20 V, corresponding to field
strengths of 10–50 V/cm. These field strengths span the
region in which the observed pattern changes the most,
demonstrating that electrons at low field strength remain
largely in the valley minima, and at high field strength
undergo enough transitions to be concentrated along the
field lines.
Large differences in electron collection are seen between 5 K and 500 mK, as shown in Figure 2. We observe lower electron collection efficiency at 500 mK, consistent with a large fraction of electron-hole pairs at this
temperature either trapping or recombining before reaching the instrumented detector face. This temperature is
low enough to allow for metastable over-charged states to
form, but not low enough that these over-charged states
become saturated during the course of a scan. In contrast, the 5 K temperature data benefits from phononassisted transitions that make these low-energy bound
states highly unstable, allowing the crystal to be more
transparent regardless of the neutralization state.
Figure 3 shows a set of measured hole collection density images. All four scans were performed with at a
bias voltage of +6 V (corresponding to an electric field
strength of 15 V/cm). Each scan was performed with a
laser pulse width of either 50 ns or 200 ns, and at a tem-
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FIG. 3. Two-dimensional hole collection density patterns at
5 K and 1 K for 6V crystal bias as a function of laser pulse
width (50 ns or 200 ns). The white numbering shows the maximum pulse height (in meV) and the normalized integrated
intensity (relative to 1 K 50 ns). The more diffuse density
patterns with the longer pulses are attributed to hole-hole
repulsion.

perature of either 5 K or 1 K. All four of the hole density
patterns show the same anisotropic shape. At the lower
temperature, the size of the pattern is larger, which is
attributed to a longer mean free path for the holes at
lower temperatures. For scans performed with a higher
laser pulse width, the size of the pattern is again seen to
be larger, which we attribute to the effect of increased
hole-hole repulsion in the initial hole cloud.
The anisotropy observed in the hole pattern, disregarding the aforementioned hole repulsion, is consistent with
that expected for the heavy holes using the band constants from the literature7,10 shown in Figure 4, and we
can enhance the effect of the anisotropy at low temperature and field strength by increasing the initial hole repulsion. This is to be expected for low temperatures;
though the energy splitting between the heavy and light
bands is small, there is a very high probability of emitting
an optical phonon to transition from the light to heavy
band, while the inverse transition is highly kinematically
suppressed3,10 . At higher field strengths (not shown),
the hole pattern simply decreases in size with increasing
electric field strength, while retaining the same shape. A
Monte Carlo model for the hole propagation that generates this anisotropy is a subject of future work.

IV.

ELECTRON INTERVALLEY SCATTERING RATE

To simulate cryogenic semiconductor detectors, we
have developed an extension to GEANT for lowtemperature charge and phonon transport (G4CMP)14 .
We utilize the Herring-Vogt transform1 to simplify simulation of the electron anisotropy, performing an isotropic
Monte Carlo in the transformed momentum space. We
have generalized this transform to an arbitrary number
of valleys with user-defined longitudinal and transverse
masses, allowing for the simulation of crystals with differ-

FIG. 4. Brillouin zone for the holes rotated so that kz is along
the h111i direction. Top: Dispersion relation at ky = 0 for
holes drifting along the z axis (Eheavy = 1 meV) and stationary holes (kz = 0) near the band minimum. The equal energy
surfaces for both the light and heavy holes as a function of
crystal momentum become anisotropic for holes at non-zero
drift velocity. For drifting holes, the heavy hole band will be
preferentially filled by inter-band phonon emission. Bottom:
Contours of constant kinetic energy for heavy (light) holes
are shown on the left (right) where the center of the pattern
shows contours for E ∼ 3 meV for the heavy holes and the
mean energy of the contours is ∼10 meV, comparable to the
mean hole energy for low electric field strength. The solid
lines in the upper plot are cutlines through the lower plots for
ky = 0.

ent Brillouin zone minima, and have used it to reproduce
the results of our previous work11 as well as to simulate
the data presented in this paper. A comparison of these
simulations to data can be seen in Figure 2.
The primary motivation for the simulations shown in
this paper was to use them to measure the intervalley
scattering rate in Si as a function of voltage, as was done
for Ge in Moffatt et al. 11 and Broniatowski 15 . The mean
free path of intervalley scattering can be deduced directly
from measurements, but a model of the electron drift velocity obtained from the Monte Carlo is needed to convert
these into scattering rates, which can then be compared
to theory.
For each electron collection image, the mean free path
was determined by two methods. In the first method, a
Gaussian profile was fit to the zero-scatter peaks to determine the fraction of electrons, denoted by f0 , which
experienced zero intervalley scattering events. We then
computed the mean free path, λ, as λ = η/ ln(f0−1 ),
where η ∼ 4 mm is the crystal thickness. We call this
the “integral method”. The integral method works well
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α

with best-fit parameters Γ0 = 3.5 × 10−20 Hz(m/V) ,
E0 = 3395 V/m, and α = 7.47. This is the same model
that was used to fit the Ge measurements in Moffatt
et al. 11 . It implicitly assumes that the limiting rates at
low and high energy add in a nonlinear manner, implying
that there is some correlation between intervalley scattering processes. This is non-physical, but was a good fit to
Ge due to the rapid onset of phonon-assisted transitions
and the smaller contribution to the rate from impurity
scattering16 . However, if we assume that these processes
are uncorrelated and add linearly as6
ΓIV = ΓI + ΓP h ≈ Γ0 + Γ1 E α

IV Scattering Rate (Hz)

10 9

Residual (Percent)

for data with appreciable zero-scatter populations, but
fails when the mean free path is much smaller than the
crystal thickness, in which case f0 becomes too small to
accurately measure.
In the small f0 limit, we can instead use the variance,
σ 2 , of the electron collection density pattern to determine
the mean free path based on the amount of observed lateral diffusion, λ ∝ σ 2 η −1 . We call this the “variance
method”. The first method measures mean free path
perpendicular to the crystal face, while the second measures the mean free path times a geometric factor which
depends on the alignment of the electron valleys with
respect to the crystal face. This geometric factor only
depends on the Brillouin zone structure and the direction of the electric field relative to the lattice, but not on
the electric field strength.
For each value of the electric field used in the experiment, simulated electron density patterns were generated with our Monte Carlo model. The same two techniques (integral & variance) for estimating the mean free
path were applied to both the measured data and to the
Monte Carlo simulations. The intervalley scattering rate
was used as a free fit parameter, and the closeness of fit
was defined by how closely the mean free path calculated
from the simulated electron density pattern reproduced
the mean free path calculated from the 5 K data. This
ensured that any geometric factors or unknown systematics introduced by these two techniques affected both
the simulation and the data equally. Figure 5 shows, for
each value of the electric field, the intervalley scattering
rate of the Monte Carlo simulation which best matched
the data.
The rate measurements as a function of electric
field (E) shown in Figure 5 were fit to two different models. The first takes the form

a/2
ΓIV = Γ0 E02 + E 2
(1)
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FIG. 5. Electron intervalley scattering rate as a function of
electric field. The dots represent measurements using the integral (blue) and variance (red) methods respectively applied
to the 5 K data, described further in the text. Also shown
are fits of Equation 1 to the red (dot-dashed line) and blue
(dashed line) data points showing that this form cannot consistently fit the data. The fit of Equation 2 (solid black) is a
much better fit to the data across the entire range of electric
field strengths, as shown by the residuals in the bottom panel.
Also shown for comparison is the fit (green) of Equation 1 to
Ge IV scattering measurements from Moffatt et al. 11 .

Figure 6. Some discrepancy is expected, since the data
were obtained at 8 K and the simulation assumes a temperature of 0 K. In particular, we expect a higher drift
velocity at 0 K for a given field strength. We see that
the 0 K drift velocity is higher at lower field strength, as
expected, but at higher field strengths the G4CMP velocity curve for the h111i orientation is slightly lower than
the data. This discrepancy is likely due to our use of
the Herring-Vogt transform to simulate electron-phonon
scattering, which conserves energy but does not strictly
conserve momentum. This is sufficient for our purposes,
given that our simulations are concerned with spatial distribution rather than temporal charge properties.
It should be noted that there are no drift velocity measurements to compare our simulations to at our operating temperature, so it is not straightforward for us to
re-calibrate our Monte Carlo to data as was done in the
past for Ge. This discrepancy does, however, suggest that
we may be underestimating the scattering rate at higher
field strengths. Direct measurements of these rates are
underway in an effort to reduce this discrepancy.

(2)

we obtain a much better fit to the entire range of electric
fields in Figure 5. The best-fit parameters for this model
α
are Γ0 = 9.8 × 106 Hz, Γ1 = 3.11 × 10−7 Hz(m/V) , and
α = 4.02.
To further validate our Monte Carlo, we compared the
mean electron drift velocity from our simulations to the
measurements performed by Canali et al. 4 , as shown in

V.

DISCUSSION

In this paper, we presented charge transport measurements in Si for electric fields strengths up to 50 V/cm,
demonstrating that the anisotropy in electron transport
is retained up to ∼30 V/cm for a 4 mm thick high-purity
crystal. The anisotropic effects remain important up to

5

FIG. 6. Electron drift velocity as a function of electric field
extracted from Canali et al. 4 compared to our simulations
using G4CMP, both for the crystal orientation studied in this
paper as well as the h100i orientation. Some discrepancy is
expected due to the differing temperatures.

much higher field strengths in Si than in Ge11 , which
can be attributed to the higher optical phonon energies
required for intervalley scattering in Si as compared to
Ge1,6 . The asymptotic field-independent impurity scattering rate at low electric field is higher than the rate
measured for Ge by an order of magnitude11,15 . A comparison between the data in this paper and the model fit
from Moffatt et al. 11 can be seen in Figure 5.
The observation of a flat intervalley scattering rate below 10 V/cm, and the good fit to a power law at high electric field, suggests a scattering model that is dominated
at high field by intervalley phonon transitions, and at
low field by neutral impurity scattering, which is a very
weak function of carrier energy6,17,18 . This is opposed to
charged impurity scattering, for which the rate rises exponentially for low energy carriers (due to reduced charge
screening effects), which would produce a rise in intervalley scattering rate at lower electric fields3,6,19 . This is
consistent with the conclusions drawn by Broniatowski 15
regarding the nature of the scattering centers in Ge. Measurements of intervalley scattering rate down to 20 K in Si
show that this effect is also temperature independent at
this temperature scale, despite the large change in mean
carrier energy, supporting a rate which is relatively flat
in carrier energy19 .
The neutral impurity scattering theory is further supported by the fact that ultrapure Si crystals (including
the one employed in this experiment) tend to have impurity densities 10–100 times higher than the Ge crystals used in previous work11 . This helps account for the
higher low-field IV scattering rate found in Si as compared to Ge. As indicated in Broniatowski 15 , the connection between impurity concentration and scattering
rate is not monotonic. The rate of neutral impurity intervalley scattering depends both the number density of
neutral impurity sites nI and the trapping energy ET as
ΓIV ∝ nI /ET 6 . This is similar to that predicted by the
model of neutral impurity electron exchange suggested

in Weinreich, Sanders, and White 19 . Work is ongoing
to integrate this physical model into our detector Monte
Carlo in order to verify that intervalley scattering can be
modeled as scattering off of neutral impurity sites in low
electric fields and as phonon-induced transitions in high
electric fields2,17 .
We have begun a program to extend these measurements to higher electric fields, where we expect impact
ionization to start to play a larger role in electron transport, and we will use these data to help extend the Monte
Carlo model to higher carrier energies. As part of this
work we will continue to refine our models of charge collection and charge repulsion as a function of temperature,
electric field, crystal orientation, and laser intensity to
improve the quality of our simulations and to match the
observed repulsion effects discussed in Moffatt et al. 11 .
ACKNOWLEDGMENTS

We thank Alexandre Broniatowski for discussions of
intervalley scattering models developed for this paper.
This work was supported in part by the U.S. Department
of Energy and by the National Science Foundation.
1 C.

Jacoboni and L. Reggiani, Rev. Mod. Phys. 55, 645 (1983).
Ridley, Quantum Processes in Semiconductors, Oxford science publications (OUP Oxford, 1999).
3 K. M. Sundqvist, Carrier Transport and Related Effects in Detectors of the Cryogenic Dark Matter Search, Ph.D. thesis, UC,
Berkeley (2012).
4 C. Canali, C. Jacoboni, F. Nava, G. Ottaviani, and A. AlberigiQuaranta, Phys. Rev. B 12, 2265 (1975).
5 R. Moffatt, Two-Dimensional Spatial Imaging of Charge Transport in Germanium Crystals at Cryogenic Temperatures, Ph.D.
thesis, Stanford U. (2016).
6 N. A. Kurinsky, The Low-Mass Limit: Dark Matter Detectors with eV-Scale Energy Resolution, Ph.D. thesis, Stanford U.,
Dept. Phys. (2018).
7 G. Dresselhaus, A. F. Kip, and C. Kittel, Phys. Rev. 98, 368
(1955).
8 E. O. Kane, Journal of Physics and Chemistry of Solids 1, 82
(1956).
9 M. Cardona and F. H. Pollak, Phys. Rev. 142, 530 (1966).
10 G. Ottaviani, L. Reggiani, C. Canali, F. Nava, and A. AlberigiQuaranta, Phys. Rev. B 12, 3318 (1975).
11 R. A. Moffatt, B. Cabrera, B. M. Corcoran, J. M. Kreikebaum,
P. Redl, B. Shank, J. J. Yen, B. A. Young, P. L. Brink, M. Cherry,
A. Tomada, A. Phipps, B. Sadoulet, and K. M. Sundqvist,
Applied Physics Letters 108, 022104 (2016), arXiv:1505.00052
[cond-mat.mtrl-sci].
12 Electrodes composed of tri-layer consisting of 40nm of W on
20nm of Al on 40nm of amorphous Si.
13 Mirrorcle Technologies, Inc., https://www.mirrorcletech.com/
products.html.
14 D. Brandt, R. Agnese, P. Redl, K. Schneck, M. Asai, M. Kelsey,
D. Faiez, E. Bagli, B. Cabrera, R. Partridge, T. Saab, and
B. Sadoulet, (2014).
15 A. Broniatowski, Journal of Low Temperature Physics 176, 860
(2014).
16 The model used in Moffatt et al. 11 was not provided in that
paper, but it is known through internal communication.
17 N. Sclar, Phys. Rev. 104, 1559 (1956).
18 N. Sclar, Phys. Rev. 104, 1548 (1956).
19 G. Weinreich, T. M. Sanders, and H. G. White, Phys. Rev. 114,
33 (1959).
2 B.

